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WELD FRAME WATER- -
TO THE END OF THE METAL PIPE.
GAGE OF METAL PIPE IS THE SAME
AS THE GAGE OF THE FRAME. NOTE :
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INSTALL SHEET METAL FRAME PERPENDICULAR TO THE FLOOR

OF THE BOX PRIOR TO CASTING THE WALLS. BE CAREFUL NOT TO
SCAR OR OTHERWISE DAMAGE THE FRAYING SURFACES BETWEEN
THE BLADE AND THE FRONT FACE OF THE FRAME SO THAT FRAME
REMAINS WATER-TIGHT WHEN CLOSED.

FABRICATE THE BLADE AND FRAME OF ZINC COATED STEEL.
CONFORM TO AASHTO M 218

DESIGN DATA

HS-20 OR

INTERSTATE ALTERNATE LOADING IN ACCORDANCE WITH

CURRENT AASHTO AND INTERIM SPECIFICATIONS.

CAST—-IN-PLACE STRUCTURAL CONCRETE:
REINF.

Fc = 1,400 psi, n = 8

STEEL: Fs = 24,000 psi

GENERAL NOTES:

1.

2.

ALL BOLTS: A 307 BOLTS UNLESS
OTHERWISE INDICATED.

GALVANIZED FASTENERS:CONFORM TO
ASTM STANDARDS A 307 AND A 164.
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